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Primed Finger-Joint (FJ) Pine millwork has
grown in demand over the last several years.

With the same properties as raw FJ Pine (see FJ
Pine Section), Primed FJ millwork is receptive to
paint, saving extra time and cost of priming.

Another advantage to Primed FJ mouldings is
the ability to spot defects immediately and

avoid installing undesirable product. Often
times, with unprimed FJ (raw) moulding, the
natural flaws are not evident until the millwork
is installed and painted. With Primed FJ
mouldings you can feel confident that your
finished product will meet your expectations.

All FJ & Primed FJ mouldings have trimbacks.
Trimbacks occur during manufacturing

when the moulding comes through the molder
at the correct length ordered, but a defect is
spotted. Rather than throw the whole piece of
moulding away, the defect is cut out, leaving
varied lengths. Trimbacks (lengths other than
those ordered) should not exceed 10% of the
footage ordered.
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Primed Finger Joint Pine

PREVENT PROBLEMS BEFORE YOU START
Most lumber and finish problems are caused
by moisture. Wood shrinks as it dries and
swells when it absorbs moisture. These
dimensional changes can cause lifting,
splitting, checking, buckling, and nail
popping. Most problems are preventable
through proper handling and construction
techniques. Builders can minimize
performance problems and finish failures by
limiting moisture’s access to the wood.
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CASING

elandelwoodproducts.com

MUL = Ultralite MDF
MBB = Standard to Lightweight MDF

Lengths Available: 7’ & 17’ + Trimbacks
–– � 2-1/4 TO 2-7/8 �––

PRDH150A 1-5/16 x 2-1/4 Craftsman Door Header

119A FJ COLONIAL CSG

PR119A 11/16 x 2-7/8 Colonial Casing

PR108A 5/8 x 2-1/2 711 Casing

PR128A 11/16 x 2-1/2 Bel-Air Casing

152M MDF 356 CSG

PR152A 11/16 x 2-1/4 #356 Casing

PR150A 5/8 x 2-1/2 Cape Cod Casing
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CASING

elandelwoodproducts.com

MUL = Ultralite MDF
MBB = Standard to Lightweight MDF

Lengths Available: 7’ & 17’ + Trimbacks

–– � 2-1/2 TO 2-7/8 �––

PR163A 5/8 x 2-1/2 Monterey Casing

PR182A 11/16 x 2-1/2 Palisade Casing

PR124A 11/16 x 2-7/8 #275 Casing

PR123A 5/8 x 2-7/8 Montecito Casing

PR157A 1-1/4 x 2-1/2 Coronado Casing

PR159A 1 x 2-1/2 Hermosa Casing
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CASING

elandelwoodproducts.com

MUL = Ultralite MDF
MBB = Standard to Lightweight MDF

Lengths Available: 17’

–– � 3 TO 4-1/4” �––

PR185A 11/16 x 3-1/4 Palisade Casing

PR177A 11/16 x 3 Howe Casing

PR118A-3 9/16 x 3-1/2 Colonial Casing

PR118A 9/16 x 4-1/4 Colonial Casing

PR186A 11/16 x 4 Craftsman Casing
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elandelwoodproducts.com

MUL = Ultralite MDF
MBB = Standard to Lightweight MDFDOOR STOP

–– � 2-1/2 TO 3-1/2 �––

PR209A 1/2 x 1-1/2 Stop

PR300B 1/2 x 3/4 Base Shoe

Lengths Available: 16’ + Trimbacks

Lengths Available: 7’ and 16’ + Trimbacks

PR300A 3/8 x 3/4 Base Shoe

PR310A 7/16 x 2-1/2 711 Base

PR311A 7/16 x 3-1/2 711 Base PR320A 7/16 x 3-1/4 356 Base

BASE AND BASE SHOE

PR118A-3 9/16 x 3-1/2 Colonial Base
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BASE

elandelwoodproducts.com

MUL = Ultralite MDF
MBB = Standard to Lightweight MDF –– � 4 TO 4-1/2 �––

Lengths Available: 16’ + Trimbacks

PR316A 7/16 x 4-1/4 Monterey Base

PR318A 9/16 x 4 Cape Cod Base

PR382A 9/16 x 4-1/2 Palisade Base

PR118A 9/16 x 4-1/4 Colonial Base
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BASE

elandelwoodproducts.com

MUL = Ultralite MDF
MBB = Standard to Lightweight MDF

–– � 5 TO 5-1/4 �––
Lengths Available: 16’ + Trimbacks

PR323A 9/16 x 5 Hermosa Base

PR336A 9/16 x 5 Montecito Base

PR338A 9/16 x 5-1/4 #175 Base



STAN
DARD

M
OULDIN

GS
::PRIM

ED
FJ

PINE

93

BASE

elandelwoodproducts.com

MUL = Ultralite MDF
MBB = Standard to Lightweight MDF

–– � 5-1/4 TO 6 �––
Lengths Available: 16’ + Trimbacks

PR383A 9/16 x 6 Craftsman Base

PR384A 9/16 x 5-1/4 Howe Base

PR385A 9/16 x 6 Palisade Base
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CROWN

elandelwoodproducts.com

MUL = Ultralite MDF
MBB = Standard to Lightweight MDF–– � 3-3/8 TO 4-1/2 �––

Lengths Available: 16’+ Trimbacks

1-7/8

2-
11
/1
6

PR405A 9/16 x 3-3/8 Colonial Crown

2-3/4
3-
3/
8

PR406A 9/16 x 4-1/2 Colonial Crown
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CROWN

elandelwoodproducts.com

MUL = Ultralite MDF
MBB = Standard to Lightweight MDF

PR414A 9/16 x 5-1/4 Colonial Crown

–– � 5-1/4” �––
Lengths Available: 16’+ Trimbacks
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elandelwoodproducts.com

CHAIR RAIL
Lengths Available: 16’+ Trimbacks

PR651A 9/16 x 2-1/2 Chair Rail

PR670A 9/16 x 3-1/2 Chair Rail Backer
(with 2-9/16 Face)

PR671A 9/16 x 4-3/8 Chair Rail Backer
(with 3-1/4 Face)

PR655A 11/16 x 3-1/4 Beaded Chair Rail
(use alone or with PR671A for a larger look)
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elandelwoodproducts.com

MUL = Ultralite MDF
MBB = Standard to Lightweight MDF EXTERIOR BRICK MOLD

Lengths Available: 7’, 17’+ Trimbacks

PR612B 1-1/4 x 2 WM180 Brick Mould
with Stucco Key

EXTERIOR MOLD

Lengths Available: 7’, 17’

PR953A 7/8 x 1-1/4 Stucco Mold

PANEL MOLD

Lengths Available: 16’+ Trimbacks

PR602A 3/4 x 1 Panel Mold

PR612A 1-1/4 x 2 WM180 Brick Mold

PR605A 11/16 x 1-5/8 Panel Mold

PR621A 3/4 x 2 T&G Wainscot Cap
with Rab’t 1/2 - 3/4
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elandelwoodproducts.com

MUL = Ultralite MDF
MBB = Standard to Lightweight MDFWAINSCOT

2000 M

PR2000A 9/16 x 3-3/8 T&G Wainscot
PR2002A 9/16 x 5-3/8 T&G Wainscot

Lengths Available: 16’+ Trimbacks

ASTRAGAL

PR660A 11/16 x 1-5/8 Flat Astragal

Lengths Available: 7’, 8’, 16’

S4S

PR715A 11/16 x 3-1/2 Double Primed S4S
PR750A 11/16 x 5-1/2 Double Primed S4S
PR751A 11/16 x 7-1/4 Double Primed S4S
PR753A 11/16 x 11-1/4 Double Primed S4S

Lengths Available: 16’+ Trimbacks

PR621A 3/4 x 2 T&G Wainscot Cap
(with 1/2 - 3/4 Rab’t)




